
TANDEM SERIES

FARM WAGON



Tandem type suspension.

Reinforced hitch, designed to attach to 
tractor drawbar.

Offers greater maneuverability for tight 
spaces, useful for agricultural work 
loading, harvesting, and transport.

Available in 3, 3.5, and 4 ton of capacities; 
hydraulic or standard.

Hinged door and dumping angle of 45 ° or 
50°

Other features include laminated floor, 
removable sides, and 4" cylinders.

FARM WAGON
TANDEM SERIES

SPECIFICATIONS
Weight Capacity
Volume Capacity
Overall Length
Length of Wagon
Width of Wagon
Height of Sides
Removable Sides
Springs

Wheel Axles
Floor 
Hydraulic Cylinders

Door
Dump Angle
Wheel Size
Rim
Clevis Hitch
Jack

lbs
yd3

ft
ft
ft
ft

in

in

°

6,600
2.75

14' 4"
9' 10"
5' 9"
4' 2"

Sheet metal
N/A
      

1
13 GA

1 cylinder
4” Ø diameter

Swing
   50      

7.50 x 16  
Agriculture 16

Yes
Yes

8,800
10.50
16' 5"
11' 10"
7' 4"
6' 4"

Sheet metal
3/8” x 2 1/2”

6 leaves
2

13 GA
2 cylinders

2 1/2” Ø diameter
Swing

47
7.50 x 16

Agriculture 16
Yes
Yes

RVH-4201-TRVH-3000

Carretera a Paso Blanco Km. 2 No. 400  /  Col. Vista Hermosa C.P. 20905
Jesús María, Aguascalientes, México

Tel. (449) 92-BISON  /  Fax. (449) 922 4767

www.bison.com.mx
Contact your BISON dealer for more info and other available options.

* Tecnomec Agricola, S.A. de C.V. reserves the right to make any changes deemed necessary to the specifications without prior notice.

* Some pictures may include options that are not a part of the standard equipment.




